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screen of not less than 1⁄8-inch mesh. 
Metal watertight closures shall be pro-
vided for use when the ventilation sys-
tem is not in operation. A 2-inch IPS 
bypass with check valve shall be pro-
vided in parallel with at least one of 
the ventilation closures to prevent 
pressure buildup. 

(b) Magazine vans. (1) All magazine 
vans shall be provided with natural 
ventilation sufficient to maintain the 
inside air temperature below 130° F. 
with an assumed outside temperature 
of 115° F. 

(2) Ventilation supply weather open-
ings shall be located at least 6 feet 
above the deck. Exhaust terminals 
shall be located in the van overhead. 
Louvers or weather cowls with a double 
layer of wire screen of not less than 1⁄8-
inch mesh shall be provided for protec-
tion of weather openings.

§ 194.10–30 Magazine sprinklers. 
(a) Sprinkler system required. (1) A 

manual control, hydraulic control, or 
automatic sprinkler system shall be in-
stalled in each magazine or magazine 
group. The control valve shall gen-
erally be in accordance with Specifica-
tion MIL–V–17501 insofar as materials 
and test fittings are concerned. All sys-
tems shall be remotely operable from a 
control station on the freeboard deck 
and manually operable at the control 
valve location. 

(2) Where automatic systems are in-
stalled sprinkler heads shall be of the 
open head design so as to permit either 
manual or automatic operation. 

(3) Sprinkler systems shall be de-
signed in accordance with the require-
ments of part 76 of Subchapter H (Pas-
senger Vessels) of this chapter. Min-
imum total system capacity shall be 
based on 0.8 gallon per minute per 
square foot of overhead area. 

(4) The normally required fire pumps 
may be used for magazine sprinkling 
purposes. However, the use of the mag-
azine sprinkling system shall not inter-
fere with the simultaneous use of the 
fire main system. 

(b) Magazine vans. (1) A manual con-
trol sprinkler system shall be installed 
in each magazine van. The system shall 
be connected to the nearest fire main 
outlet by jumper hose. The hose shall 
be protected from physical damage by 

a grating or similar arrangement. The 
fire station valve shall serve as the 
sprinkler control valve. 

(2) Sprinkler systems shall be de-
signed in accordance with the require-
ments of part 76 of Subchapter H (Pas-
senger Vessels) of this chapter, except 
that the system capacity shall be suffi-
cient to provide a coverage of 0.4 gallon 
per minute per square foot of overhead 
area. 

[CGFR 67–83, 33 FR 1151, Jan. 27, 1968, as 
amended by CGD 82–063b, 48 FR 4783, Feb. 3, 
1983]

§ 194.10–35 Labeling. 

(a) Labeling shall be in 3-inch block 
type lettering. Letters shall be red or 
white, whichever provides the better 
contrast against the background. On 
small chests the labeling size may be 
reduced to that consistent with the 
size of the chest so that the inscription 
may be placed in its entirety on the 
side or top. 

(b) The access door to magazines and 
magazine vans shall bear the inscrip-
tion:

MAGAZINE 

KEEP OPEN LIGHTS AND FIRE AWAY 

KEEP DOOR CLOSED 

REMOVE MATCHES AND LIGHTERS 
PRIOR TO ENTERING

(c) Magazine chests shall be marked 
in a conspicuous location, preferably 
the top, with the inscription:

MAGAZINE CHEST 

KEEP OPEN LIGHTS AND FIRE AWAY

(d) Magazine chests used for blasting 
caps, detonators, or boosters shall be 
marked in a conspicuous location with 
the inscription as appropriate:

BLASTING CAP LOCKER 

or 

DETONATOR LOCKER 

or 

BOOSTER LOCKER 

KEEP OPEN LIGHTS AND FIRE AWAY

(e) Magazine van, unless specifically 
approved as a portable magazine under 
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